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Sinkhole Treotment A : Pervious Cover

Designed
Drawn

Approved by

Checked

: 7 SRR
AUNUAN SUSNUANUANAN
1. Remove and properly dispose of materials \/\\/\\/\\/ ; \\/ \/\ \/\ \/\ \/\\\\
| dumped in os_w_ QU_)oc_w\Q .wj_um sinkhole A,//A,//A,//\/// \K D filter materialY
et g o i R R
Enlarge the sinkhole, as necessary to allow for \\ \\ \\ \\ \\ "'J'"""""" A \\ \\ \\ \\ \\ \\ \\D“
installation of the filter materials. //\///\///,\///,\///,\/ Yy XY XY & &Y XY XX \///,\///,\///,\///,\///,\//\///,\ A\
2 e & LS TR e e R R A
g the stone ot fi e vold(s) below the /\//\//\//\ % D filter BQ.wmv_\,_o_/\//,DA
bottom of excavated sinkhole. The size should ke ///\\V,/\\V,/\\V,/\\/ /AWJw\m/&W_\ﬁW./\/\W\V,/\\IQ\\
1/4 to 1/2 the size of the void(s). NSNS /\ /\ /\ /\ /\ /\ NN (+
NN I I Y
4, Place o layer of somewhat smaller filter material at o //\\///N//\\/// \///\\///\\///\\///\\///\\///\\///\\///\\T/\
thickness of about 3/4 D (D=total depth) akove v,\w\/Q\\/\\\ \\/\\\/\\\/\\\/\\\/\\\/\\\/\\\/\\ >
the sinkhole bottom. This material should be R-3 .//\\\//\\\//\/ //\\\//\// //\\//\\\//\\\//\\\//\\ >
rock. < /
e | IR I
S. Place a layer of smaller size filter material over A/V: N \///\//\//\//\// <
the previous layer at a thickness of about 1/4D. \\\ —— _ |\4\ \y\\y\/\\
|

Sinkhole Treatment A

.

Bring this layer to the surface. The size should ) ) ) Y )
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material should be No. 57 stone,

Notes:

Stone for the treatment should have a rock
strength ot least equal to “moderately hard” (e.
resistant to abrasion or cutting by a knife blade 'h'w'w Stones = 1/4”

but can ke easily dented or broken by light blows
with a hammer). Shale or similar soft and '
non—durabkle rock is not acceptable. B l

- 172" Void

S NRCS

Natural Resources Conservation Service
United States Department of Agriculture

Section
File No.

Draving No.

PA-073

Not to Scale

Sheetn.




